
„Sauna Controller 2”
LAN modul setting

By pressing the "RESET" button (next to the terminal block in the module), everything is reset 

to the factory settings (including the password).

After installation, by pressing the button, the module is connected to the router (the "READY" 

LED will light up continuously).

We launch the "Sauna Controller 2" application (available from the App Store orWe can 

download it from Google Play)

This initial screen will appear.

You can choose from the saunas provided for the application, but

in this case it is empty

We touch the "Conn" tab



It is important that the phone is connected to the same network as the
sauna

By touching "Scan network" the phone scans the network

If you find our sauna, we will accept it

You must enter the application password (by default: sauna1234), 
and "Connect local"



In this case, the sauna can be controlled from the home network
(indicated by the small WiFi icon under the light bulb

If there was a power failure or the "router" restarts, it may happen

to assign IP addresses differently, it may be necessary to perform the 

"Scan network" setting again.

If you want to install the application on another phone, you can do it with the same steps

So far, we have installed the local mode (the sauna can only be controlled from the home WiFi 
network)



If we want to set the LAN module to cloud mode

possible in two ways:

1. press the "RESET" button (in the LAN module) and hold it down for approx. up to 4s
We recommend it if the Internet network is more complicated with several routers, i.e. the WiFi 
is not provided by the same router as the one to which the LAN module is connected

After releasing the button, the CLOUD and READY LEDs will light 
up a few seconds later (the DATA LED sometimes flashes), this 
means that the LAN module is connected to the cloud

   Set up your phone later, like adding a second/multiple phone.

2. Using the application, we connect the LAN module to the cloud

After you can control the sauna in the local/local mode of the 
application,we enter the settings (by touching the gear button)

The phone has read the settings and the factory number (Sauna 
ID) from the hardware, so you don't have to enter them, just tap 
the "Connect HW to Cloud" button
(It takes a few seconds to connect.)

Once connected, the CLOUD and READY LEDs will light up 
(the DATA LED will sometimes flash)

 Then tap on the "Check HW on Cloud" button.



The phone is connected to the sauna via the cloud.

 The small cloud icon below the light bulb indicates

Connecting a second/many phone to the sauna that is connected to 
the cloud.
We start the application, enter the settings (touch the gear, "Conn" tab)

The following fields must be filled in:

Password (default):
sauna1234
Cloud address:
www.saunacontroller.cloud:30000

Unique identifier of the LAN module (Can be found in the 
cover of the module)

Then you have to touch the "Check HW on Cloud" button.


